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Pre RTO Open Access 
 FERC Proforma Network – Internal Resources 
 FERC Proforma Network – External Resources 
 Non-FERC Proforma Network 
 Point-to-Point 
  Single POR-Single POD 
  Multi POR or POD – Single POD or Single POR 
  Flexible POR – Flexible POD 
 
Pre-888 Open Access 
 Native Load  
  Documented 
  Historical Use 
 
 Load Service Obligations 
 
 Bundled Power Sales 
  
 Point to Point type, Single POR – Single POD 
  Uni-Directional 
  Bi-Directional 
   Use is Schedule A or Schedule B 
   Use is net of | A – B | , not to exceed C 
  
 Point to Point type, Multi PORs – PODs with use descriptors 
  Uni-Directional 
  Bi-Directional 
   Use is Schedule A or Schedule B 
   Use is net of | A – B | , not to exceed C 
  
 Bonneville GTA Type 
  UFT Charge – Point-to-Point type 
  Network 
  Linked – Multi providers 
  
 BPA Integrated Resources - (Unique Contracts) 
  Set of Dependent Resources – Fixed PODs 
  Set of Independent Resources–Flexible PODs (w or w/o use limits) 
  
 System Capacity Sharing Arrangements 
  Ownership-type 
  Simple to Complex – May long standing commitments 
  
 Mutual Back-Up No firm capability defined (share contigency capacity) 
  
 Interconnections – Use limits for withdrawals 
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 Exchanges 
 
 Corp of Engineers & Bureau of Reclamation Obligations 
 
 Treaty Obligations 
 
 Coordination Agreements 
  PNCA 
  Hourly 
  Reserve Sharing 
  
 Station Service Contracts (including provisions in individual contracts) 
 
 WNP 3 Settlement  
 
 PAC/BPA Capacity Contract 
 
 Bundled Construction and Capacity agreements 
 


